
Topload Cartoner MFM

Topload Process

It is often said that life is series of trade-offs. But not for VikingMasek´s unique top load solution MFM. 
This multifunctional machine combines carton erector, product loading unit and carton closing 
machines into one compact unit. This makes the unit to match the floorspace that none can reach, 
ensuring enough flexibility and performance to reach your packaging needs. Why settle for a top load 
solution with trade-offes, when this unit has all the benefits you need.

Max. carton 
dimensions 
(w × d × h) 

max. 
speed 100

cpm 200 × 400 × 200mm 100 x 100 x 25 mm
Min. carton 
dimensions 
(w × d × h) 



Machine drawings 

features

Lock-style, hot melt or hot air systems

Tray or fully closed carton set-up

Easy format change-over

Driven carton magazine

Servo drives

Rugged stainless steel construction 
Jogging control

Safety guarding

Off-the-shelf components

Siemens or Allen Bradley controls

IP54

Excellent accessibility

Speed and glue adjustment throughout 
the HMI

Gentle carton rotation

In-built loading machine

One- or three-flap closing

Max. speed 

100 cpm

Weight

2500-3500 kg

Air pressure 

6 bar

Power supply 
options

Various styles of loading units – 
pickers, robots, rotary turrets, and 
many others

Straight-line contruction

Damaged carton rejection

Different frame sizes to 
accomodate large carton range

Lid closure of cartons

Remote control

Special electrics and voltages

IP65 washdown construction

Topload Cartoner MFM In Detail

10-15 kVA
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